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FLASH POINT TESTER 

 

TAMCN:  B0696 

ID:  11520A 

NSN:  6630-01-534-1774 

Functional Description 
 
The Automatic Flash Point Tester is a fully automatic, microprocessor controlled, continuous closed cup, 
flameless flash point tester used by USMC Bulk Fuel Distribution units flash point tester.  The unit 
provides direct field test measurements of flash points of JP-5, JP8/Jet A 1 and Diesel DF-2 fuels 

Technical Description 
       
 Set   Power Requirements   
 Manufacturer: Grabner Instruments  Voltage (Volts): 120 / 100  
 Model: 44200  Frequency (Hz) 60 / 50-60  
    Voltage (Volts): 230 / 240  
    Frequency (Hz): 50 / 60  
       
 Shipping 

Dimensions 
  Operating 

Dimensions 
  

 Length (in): 15.5  Length (ft): 8  
 Width (in): 11.9  Width (ft): 7.25  
 Height (in): 16.5  Height (in): 12.75  
 Weight (lbs):   Weight (lbs):   
    Dry: 44  Dry: 19  
          
    Volume (ft

3
): 1.76    Volume (ft

3
): .42  

        
       
       
       
Replaced Item N/A 
 
Transportability Hand Carry 
  
Associated 
TAMCN(s) 

B0675 

 

  


